JOINT REPAIR

DESIGN OPENING

SAVE EXIST. LONGIT. STEEL

+PRESERVE EXIST.
VERT. BARS ——— |

#4's 1-0" —
r— -

SEE STD. 19.8
FOR STEEL REINF,

+ PRESERVE EXIST.

PAVING NOTCH
(IF REGQUIRED)

JOINT REPAIR

DESIGN OPENING

*5 BARS

SAVE EXIST. LONGIT. STEEL

Il

END OF GIRDER

SECTION THRU PROPOSED JOINT

STEEL GIRDER WITH END DIAPHRAGM

| VERT. BARS
REMOVAL UMJTSJ / 5
F.F.EXIST ABUT BACKWALL o
L L 3" x 3" x 3" INSIDE FACES OF
EXTERIOR GIRDERS AND BOTH FACES
OF INTERIOR GIRDERS. ATTACH WITH
THREE - ¥;" ¢ H.S.BOLTS. INCIDENTAL
TO BID ITEM "JOINT REPAIR".
SECTION THRU JOINT
STEEL GIRDER WITHOUT END DIAPHRAGM
F IF EXISTING BARS ARE SEVERELY CORRODED OR DAMAGED DURING CONCRETE
REMOVAL, REPLACE WITH "CONCRETE MASONRY ANCHORS, TYPE S, NO.5 BAR
EMBEDDED 7". MIN. PULLOUT LOAD = 18 KIPS. PLACE 4" CL. MIN. OF CONC. FACE.
USE L-SHAPED *5 COATED REBAR.
END OF DECK

JOINT REPAIR |

EXIST. CONC. TO
BE REMOVED

CONSTRUCT NEW DIAPHRAGM AS
SHOWN IN DETAIL "STEEL GIRDER
WITH END DIAPHRAGM".

JOINT REPAIR-REMOVAL

STEEL GIRDER

—— REMOVE EXIST. PLATE AND ANCHORS.

EXIST. CONST. JT.

CONCRETE OVERLAY

A i g-0

EXIST. CONCRETE

JOINT REPAIR
TO BE REMOVED

i

REPAIR ON GIRDER
END IF REQUIRED

JOINT REPAIR

ASPHALTIC OVERLAY

*5 BARS

PAVING NOTCH
(IF REGQUIRED)

DESIGN OPENING

+ PRESERVE EXIST.

/— SAVE EXIST. LONGIT. STEEL

VERT. BARS ~
END OF GIRDER
SECTION THRU PROPQOSED JOINT
STEEL GIRDER WITH END DIAPHRAGM
ASPHALTIC OVERLAY
TOTAL ESTIMATED QUANTITIES
BD ITEMS. T
JOINT REPAR S.Y.
EXPANSION DEVICE, STRUCTURE B- - ILS.
COATED HIGH-STRENGTH BAR STEEL
REINFORCEMENT, BRIDGES ————— LB.
END OF DECK A & 4-0" JOINT REPAR LIMITS LINE OF DECK REMOVAL
:1-0"A
NEW TRANSVERSE
#5 BARS DECK STEEL

DESIGN
OPENING

TOP OF OVERLAY

PAVING NOTCH ‘

(IF REQ'D.) ——
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\

TO REMAIN

\
FEXIST. REINF. ‘ ‘
\

SEE STANDARD 19.8
OR 19.20 FOR DIAPH.
DETAILS
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*4's @ I'-0'

JOINT REPAIR-REMOVAL

SECTION THRU JOINT-PRESTRESSED GIRDER

SEE STANDARD 28.1FOR SUPPORTS USED WITH STRIP SEAL - STEEL EXTRUSIONS.

A DIMENSIONS GIVEN ARE NORMAL
T0 © OF SUBSTRUCTURE UNIT.
UTILIZE EXISTING REINFORCEMENT

STRIP SEALS & DIAPH.
DETAILS FOR OVERLAYS
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